
TEATTERI VANTAA 
TECH LIST / AUDIO 

PA: 

BOSE AMM108 3pcs 
BOSE AMS118 SUB 1pcs 
BOSE DM3SE 4psc DELAYLINE 
BOSE PM8500N 

MONITORING:  

DB technologies DVA DM12 active monitors 3 pcs 
DB technologies LVX XM15 active monitors 2 pcs 

FOH:  

ALLEN&HEATH SQ5 
ALLEN&HEATH DX168 Stagebox 2pcs  

FROM STAGE TO FOH:  

Two guest Cat5 cable  

MICS:  
4 Channels of Wireless headset. 
4 channels of Wireless handheld 
Basic line of Dynamic and condensator micrrophones, 16ch total. 

DI-BOXES:  

Basic line of Di-boxes, 6ch total. 

HARDWARE  

Micstands, long and short. 12 total 
Musicstands, 6 total.  

BACKLINE 

Yamaha NU1X on wheels. 

  



TEATTERI VANTAA 
TECH LIST / LIGHTS  

CONTROLLER:  

Chamsys MQ50 

ON STAGE:  

Robe 150 Ledbeam 9pcs 
Robe SPIIDER 2pcs 
LEDJ MP75, RGBW LEDFRESNELL 12pcs 

FRONT LIGHTS  
Selecon pacific 25°-50° 1Kw Profile 9 pcs 
ETC COLORSOURCE led 25°-50° 2pcs 
LEDJ MP75, RGBW LEDFRESNELL 12pcs 

POWER 

Guest power 3x32A CEE  
Shucos available for backline. 

TECH LIST /  VIDEO 
VIDEOPROJECTOR:  

Appotronics MU625A  laser  WUXGA  6200 ANSI. HDMI FROM FOH. 

SCREEN: 

Screenline 4m*3m. 

Videomixer. 

Roland V02HD.  



TEATTERI VANTAA  
VENUE DETAILS  

Capacity including guests:  

190 pax  

Stage size:  

8,8m wide x 6m deep. Black back curtain at 5m.  
Stage height 60cm 
Free height on stage 3.4m 
3 fixed truss lines on ceiling.  

Dressing rooms:  

2 rooms, 2nd floor. 2 complete bathroom incl. shower  

Load In:  

Through back door Silkkitehtaantie 5, 01300 Vantaa – no steps and ramp to stage.  

 


